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BROTHERS GROUP
MANUFACTURERS OF RUBBER SAFETY TILES
& WET POUR CONTINUOUS SAFETY SURFACING





Dear Sir / Madam:
Thank you for your interest in Smith Brothers rubber safety tiles. Please find enclosed price list for Smith Bros. Safety tiles and services.

Smith Bros. Specialise in the design and manufacture of safety tiles and rubber playground surfaces, using recycled rubber granulate and top quality binders.

We offer a full installation service for both tiles and wet pour continuous safety surfacing.

Rubber safety tiles have the added advantage as they can be installed by the customer or a local contractor, thus reducing the overall cost of the safety surfacing. For this reason I have included installation guidelines for the tiles should this be of interest to you.

Smith Bros. Products are regularly used in the following: -

Schools

Nurseries

Children’s play areas

Parks and common areas

Golf ranges and centres

Gymnasiums

Weight rooms

Stables slabs

Horse Boxes

Roof terraces

At Smith Bros. We operate a non-pester policy, which means you won’t be contacted with follow up calls or visits unless we hear from you. We trust the above details and enclosed information is of continued interest and would welcome the opportunity of discussing our product range further.

If you have access to the internet, you may wish to look at our web site for further information, the address can be found at the bottom of this letter or www.ukRubberMats.co.uk

If we can be of any further assistance, or you require more detailed information then please do not hesitate to contact us

Yours sincerely

G.R. Smith

1 METRE X 1 METRE SMITH BROS. SAFETY TILES

Price List and C.F.H. Details Retail 2007

	Depth

(mm)
	C.F.H.

(metres)
	Black

(per m2 tile)
	Red / Green

(per m2 tile)
	Fleck

(per m2 tile)
	Max Qty

per pallet

	20mm
	-
	£20.70
	£22.92
	£24.36
	59

	30mm
	0.7m
	£23.47
	£26.71
	£27.48
	50

	     40mm
	1.2m
	£26.71
	£30.05
	£31.71
	40

	50mm
	1.6m
	£28.27
	£32.27
	£33.71
	32

	60mm
	1.7m
	£31.71
	£35.05
	£37.39
	28

	70mm
	2.2m
	£34.72
	£40.06
	£40.95
	24

	80mm
	2.4m
	£37.39
	£42.29
	£43.95
	22


Ramped and corner tiles are also available @ £4.00 per linear metre of ramped edge.

Coloured tile inserts (animals, shapes, etc.) from £18.00

Hopscotch game and Snake game £98.00 each

Tile adhesive £37.00 per 7kg tin (cover approx 10m2)

Edge adhesive £9.50 per 310ml tube (bonds approx. 3.5 tiles)

All prices are exclusive of V.A.T. and delivery

All Smith Bros. Play Tiles are moulded with a shrinkage
allowance and will measure over 1m2 (1015mm x 1015mm)

Installation Guidelines for Granulated Rubber Safety Tiles
PLEASE READ ALL INSTRUCTIONS CAREFULLY BEFORE INSTALLATION

	You will require:
	An old metal scraper or similar tool (Approx. 3” wide)

A pair of sturdy rubber gloves

A sharp Stanley knife or electric jig saw

A long metal rule or other straight edge

A dry day


· First, prepare your existing concrete or tarmac base to receive the tiles. Sweep off any debris or loose stones. Any weeds on the area should be treated with a suitable weed killer. If the area to be surfaced has moss this can usually be scraped off with a shovel. A pressure washer is an ideal way of ensuring your base work is clean

· Allow the surface of your base to dry

· Do not apply any adhesive; just arrange the rubber tiles into their positions dry. This will help you ascertain whether any tiles have to be cut and where the ramp edged tiles have to be placed (if required)

· Any tiles that require shaping can be cut using your straight edge and knife or electric jigsaw. A piece of chalk may be used if necessary to mark your cuts. This can be removed with some water later

· Lift your first tile and place to one side

· Adhesive should be applied to the concrete or tarmac base. Using the metal scraper, apply five (5) saucer sized portions of adhesive, one portion in the middle and one in each corner on the exposed base underneath the tile you have set aside. You will find the adhesive has a syrup like consistency. It is very strong, each 7Kg tub is sufficient to fix ten tiles

· Remove the second tile in the line and replace the first, ensuring the tile makes good contact with the adhesive. At this point it is a good idea to smear a little adhesive along the adjoining edge of each tile so the tiles are not only stuck to the base but to each other for extra strength. Take care not to allow adhesive onto the face of the tile as this will look unsightly and is difficult to remove

· Repeat steps 5, 6 & 7 over the entire area

· It is advisable to apply adhesive along the underside of the entire length of any exposed edge of your new surface to avoid the possibility of these tiles lifting

· Sweep off any loose bits of rubber. Allow 24 hours for adhesive to cure.
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